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Large Talon Stake 

Keep stake top 
�ush w/grade.

Heavy duty 100% solid copper 
�xture stem — .115 wall thickness.

#16-2 @25' Tin coated 
marine grade No-Ox®wire.
Bury wire at 6" depth.

Soil

2-5/8" extra long 
360º adjustable 
shroud.

250ºC  Tin-coated 
te�on-jacketed 
spring-loaded  MR-16 
socket assembly.

Black silicone "O" rings.
2.2" molded convex pyrex glass lens.

304 knurled & slotted easy grip thumb 
screw.

Full 0º to 180º seamless 
knuckle for precise �nal 

adjustment.

Soldered, crimped and heat-shrunk 
electrical connection to lead wire.

Extremely durable solid 
sand cast bronze body.

Must operate lamp between 10.5 -12.0 
volts. Optimal range is 10.8 to 11.3. 

Check voltage with digital multi-meter.

Coil leftover lead wire at base of 
�xture. This allows for future �eld 
adjustment of �xture placement if 
required.

LENS OPTIONS
✖ Optical Spread Lens (COSL) (included)
❑ Optical Linear Spread Lens (COLL)
❑ Optical Frosted Lens (COFL)
❑ Hexcell Louver (CXL1)

Old world craftsmanship. . .tomorrow’s technology®
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Lighting Specification Sheet
Classic MR-16 Area/Path Light (CBAL1CB)

MOUNTING OPTIONS

Drawing not to scale

❑ Mounting Canopy - Unthreaded (CFM1CBS)
✖ Large Talon Stake (CTSL1) (incl.)
❑ Standard Mounting Stake (CMS1EM)

❑ Long Mounting Stake (CLMS1EM)
❑ Heavy Duty Mounting Stake (CHMS1CB)
* NOTE: This is a threaded stake. To use with this fixture 

purchase adapter (XCBPTLTA)
Unthreaded Stems:
❑ Replacement Stem (XCBPSTEMS______)
❑ Telescopic Stem (CWTRS______)


